
A WORLD OF COMFORT

The new electric air heater E-Airtronic operates with 110V or 230V and a heat performance of 1 kW. It 
ensures comfortable temperatures in the interior of electric and hybrid vehicles. For internal combustion 
engine vehicles and caravans/ trailers it can also be operated in stationary usage via landline. The small 
air heater can be installed very easily wherever heat is required.

110V / 230V ELECTRICAL AIR HEATER

E-AIRTRONIC EHV1 230V /
E-AIRTRONIC EHV1 110V



110V / 230V ELECTRICAL AIR HEATER / E-AIRTRONIC 1

PRODUCT BENEFITS:

• 110V / 230V electrical heater with 1 kW heat 
performance

• Very small dimensions 
• Simple installation wherever heat is required
• 12V stepless & brushless fan
• Very silent operation with variable speed
• Integrated noiseless relay for PTC stages
• Removable filter
• Variable installation options within the vehicle
• Can be fitted with a grid or duct connection
• Coolant heating can be integrated additionally

OTHER FEATURES :

• Controllable via KANBOX and touchscreen or via 
manual control unit

E-AIRTRONIC 1 E-AIRTRONIC EHV1 230V E-AIRTRONIC EHV1 110V

Voltage (PTC) V 230 V AC / 50 Hz 110 V AC / 50-60 Hz

Voltage (Fan) V 12 V DC

Heating performance W 900 W ±10%

Weight kg 1.45

Current max. (heating/PTC) A 4.5 9

Dimensions (L x B x H) mm 
[inch] 207 x 185.6 x 139 207 x 198.5 × 139 

[8.15 x 7.31 x 5.47]

Control unit Control via KANBOX (with customer touch screen) 
or manual control panel (as optional accessory)

Part number E-AIRTRONIC 8300120420010 8300120420040

Part number KANBOX Lin 8300600100330

Part number Manual control panel 8300340158090 8300340158140

TECHNICAL DATA:

EBERSPÄCHER CLIMATE CONTROL SYSTEMS INTERNATIONAL GMBH

Eberspächerstraße 24 | 73730 Esslingen | GERMANY | Phone: +49 711 939-00 | Fax: +49 711 939-0634 | info@eberspaecher.com | www.eberspaecher-motorhomes.com
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E-AIRTRONIC EHV1 230V GDF -

Puissance frigorifique/ Cooling power

Puissance calorifique / Heating power

Débit d'air / Air flow
Vitesse ventilation / Speed ventilation

_ kW - _ BTU/hr

_ kW - _ BTU/hr

_ m3/h - _ CFM
_

_Vdc

_VdcTension d'alimentation ventilation / Blower input voltage

Tension d'alimentation PTC / PTC input voltage

Connecteur / Connection

Consommation électrique PTC  / PTC electric consumption

Consommation électrique ventilation / Blower electric consumption

_W

_W

_A

Couple de serrage max / Max tightening torque
With adapted screws for fixation without insert in plastic parts

A3 1 : 2 1/1

Ce plan et l’étude s’y rapportant sont protégés par la propriété intellectuelle. Toute reproduction totale ou partielle est interdite sans l’autorisation de la société  EBERSPÄCHER KALORI.
This drawing and the study related to it are under the protection of the intelectual property. The reproduction full or partial without the prior consent of Eberspächer Kalori is prohibited.

_N.m

Fuse value determined by laboratory testing; customer must check it by direct test on 
Fusible ventilation / Blower fuse

vehicle inclusive of full harnesses and in real working conditions

Voie E - Z.I de mariage
F - 69330 PUSIGNAN
Tél : 04 72 93 10 10
Fax : 04 72 93 10 19

E-mail: info.kalori@eberspaecher.com

8300 0120.42.001

Approv. by

DOCUMENT 401.00.125.0 
SAFETY, installation and maintenance INSTRUCTIONS for Kalori products equipped 
with heating PTC resistor ( EHV, EHVAC) 

DOCUMENT 401.00.125.0 
Instructions de SECURITE, d’installation et de maintenance pour les produits Kalori équipés 
de résistances chauffantes de type PTC ( EHV, EHVAC) 
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